


Dimension ( in mm) 

Note : Specification may subject to change without notice.  

Features IMC-82 IMC-72FT IMC-52FT IMC-42FT 

Image Sensor 1/3”progressive scan CCD 
Sony ICX204AK  

1/2”progressive scan CCD 
Sony ICX415AQ 

1/2”progressive scan CCD 
Sony ICX414AQ 

1/3”progressive scan CCD 
Sony ICX424AQ  

Cell Size(um) 4.65 x 4.65 8.3 x 8.3 9.9 x 9.9 7.4 x 7.4 

Effective pixels 800,000 pixels 455,124 pixels 330,000 pixels 330,000 pixels 

Max Resolution 1024x768 780x580 640x480 640x480 

FPS at Max resolution 30 FPS(Format 7 mode 0) 63 FPS(Format 7 mode 0) 90 FPS(Format 7 mode 0) 90 FPS(Format 7 mode 0) 

Power Requirements 215mA max@+12VDC 240mA max@+12VDC 240mA max@+12VDC 240mA max@+12VDC 

Data path (Color) 

Shutter Speed 1usec~65sec 

Gain Control 0 ~ 25 dB 

Gamma 0.4~2.5 

External Trigger Mode 0, 1, 2, 3, 4, 5, 14 

Signal to Noise ratio 56dB or better 

Video Out Interface IEEE-1394 (400Mbps, Supply Voltage 8 ~ 30V DC from cable) 

1394 DCAM version IIDC 1.31 

Lens Mount C Mount 

Advanced Features RS232(SIO)-Pass Through / Region of Interest via Format7 (sub-windowing 4x4) / One shot & Multi shot / 
Multi-Camera Auto Sync 

Regulations FCC, CE, MIC, ROHS 
Operation 
Temperature -5°C ~ 45°C 

Dimensions / Weight 64 (W) x  64 (H) x 60 (D) mm  / approx. 300 gram 

Supplied Accessories Lens cover, User’s Manual, Demo Application 

Specifications    

8/12 bit Raw Bayer /16 YUV 4:2:2  

Pioneer in Digital Vision Technology 
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